
Part #  32-00002

Grease Duct

1/2" NPT Quik Seal (Adapter Body)

(External Surface)

Detector
Part #  A/100-3W-PO-4"-EXPL

Part #  32-00002
1/2" Quik Seal (Gasket)

Part # 32-00002

Part # 32-00002
1/2" NPT Quik Seal (Nut)

1/2" Quik Seal (Lock Washer)

1 1/8" - 1 1/4" Diameter Hole

Extension Ring
59361-1/2

Resistance Temperature

Extension Ring Cover
100-BW

               TO DUCT OR 
               RISER

           : RTD has 3 wires that connect to control cabinet 

**NOTE: EXTENSION
               RING TO BE
               TACK WELDED

NOTES: One RTD per Exhaust Fan

RTD SENSOR INSTALLATION

Dimensions are in Inches.

CONFIDENTIAL
Standard Tolerances are:  
Fractions:
Decimal:  

     
Angles: 

Drawing Name: Sensor_Install
Drawn By:  JTS
Parent Assembly:  RTD SENSOR
Sheet: 2 of 7

Part Number: N/A
Blank Size:  N/A  x  N/A MACOLA Number: N/A
Weight:  N/A lbs

Unless Otherwize SpecifiedMaterial:  N/A
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